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开环霍尔电流传感器
Hall open loop current sensor

开环霍尔系列器件是基于Magtron Quadcore®的高性能电流传感器芯片，在全温区下具有高精度、高线性输出特性。器件安装方式为

PCB插件，具有可靠的固定引脚，安装便捷。适用于光伏汇流箱、光伏逆变器、伺服电机驱动、不间断电源等工业产品应用。

逆变器 /  Inverter 家用电器 / Household appliance

伺服系统 /  Servo System 不间断电源 / Uninterrupted power supply

EN 50178 IEC 61010-1

The open-loop Hall series devices are high-performance current sensor chips based on Magtron Quadcore®, with high 

precision and high linear output at full temperature. The device installation mode is PCB mounting, with reliable fixed pins, easy 

installation. It is suitable for industrial products such as Photovoltaic bus box, Photovoltaic Inverter, Servo Drives and 

uninterruptible power supply.

MG10RAG-B

MG16RAG-B

MG20RAG

MG32RAG

MG50RAG

MG80RAG-C

MG80RAG

MG100RAG

MG120RAG

MG150RAG

MG180RAG

型号
Part Number

+5V

+5V

+5V

+5V

+5V

+5V

+5V

+5V

+5V

+5V

+5V

供电电压
Vcc

±10A

±16A

±20A

±32A

±50A

±80A

±80A

±100A

±120A

±150A

±180A

典型量程
IPN

±25A

±40A

±50A

±80A

±125A

±200A

±200A

±250A

±300A

±375A

±450A

最大量程
IPM

200kHz

200kHz

200kHz

200kHz

200kHz

200kHz

200kHz

200kHz

200kHz

200kHz

200kHz

带宽
BW

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

精度
X

0.5%

0.5%

0.5%

0.5%

0.5%

0.5%

0.5%

0.5%

0.5%

0.5%

0.5%

线性度
εL

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

工作温度
TA

Magtron Quadracore® 技术 / Magtron Quadracore® technology

外壳和材料UL认证 / Enclosures and materials UL certified

可编程模拟输出 / Programmable analog output

抗干扰能力强 / Strong anti-interference ability

低损耗 / Low loss

高精度 / High Accuracy

安装方便 / Easy to install

外观专利 / Appearance patent

单5V供电 / Single 5V power supply

低温漂 / Low Temperature Drift

超小体积 / Ultra-small volume

UL 508

光伏汇流箱 / Photovoltaic combiner box

产品说明 / Product description

产品特点 / Characteristics

执行标准 / Standards

产品应用 / Applications

型号参数 / Parameter

MG Series
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开环霍尔电流传感器
Hall open loop current sensor

开环霍尔系列器件是基于Magtron Quadcore®的高性能电流传感器芯片，在全温区下具有高精度、高线性输出特性。器件安装方式为

PCB插件，具有可靠的固定引脚，安装便捷。适用于光伏汇流箱、光伏逆变器、伺服电机驱动、不间断电源等工业产品应用。

逆变器 /  Inverter 家用电器 / Household appliance

伺服系统 /  Servo System 不间断电源 / Uninterrupted power supply

EN 50178 IEC 61010-1

The open-loop Hall series devices are high-performance current sensor chips based on Magtron Quadcore®, with high 

precision and high linear output at full temperature. The device installation mode is PCB mounting, with reliable fixed pins, easy 

installation. It is suitable for industrial products such as Photovoltaic bus box, Photovoltaic Inverter, Servo Drives and 

uninterruptible power supply.

MC20

MC25

MC45

ME2-20

ME2-25

ME2-40

型号
Part Number

+5V

+5V

+5V

+5V

+5V

+5V

供电电压
Vcc

±10A

±12.5A

±22.5A

±10A

±12.5A

±20A

典型量程
IPN

±20A

±25A

±45A

±20A

±25A

±40A

最大量程
IPM

80kHz

80kHz

80kHz

80kHz

80kHz

80kHz

带宽
BW

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

精度
X

0.4%

0.4%

0.4%

0.4%

0.4%

0.4%

线性度
εL

-40~85℃

-40~85℃

-40~85℃

-40~105℃

-40~105℃

-40~105℃

工作温度
TA

Magtron Quadracore® 技术 / Magtron Quadracore® technology

外壳和材料UL认证 / Enclosures and materials UL certified

可编程模拟输出 / Programmable analog output

抗干扰能力强 / Strong anti-interference ability

低损耗 / Low loss

高精度 / High Accuracy

安装方便 / Easy to install

外观专利 / Appearance patent

单5V供电 / Single 5V power supply

低温漂 / Low Temperature Drift

超小体积 / Ultra-small volume

UL 508

光伏汇流箱 / Photovoltaic combiner box

MC Series ME Series

产品说明 / Product description

产品特点 / Characteristics

执行标准 / Standards

产品应用 / Applications

型号参数 / Parameter电
流
传
感
器
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开环霍尔电流传感器
Hall open loop current sensor

开环霍尔系列器件是基于Magtron Quadcore®的高性能电流传感器芯片，在全温区下具有高精度、高线性输出特性。器件安装方式为

PCB插件，具有可靠的固定引脚，安装便捷。适用于光伏汇流箱、光伏逆变器、伺服电机驱动、不间断电源等工业产品应用。

逆变器 /  Inverter 家用电器 / Household appliance

伺服系统 /  Servo System 不间断电源 / Uninterrupted power supply

EN 50178 IEC 61010-1

The open-loop Hall series devices are high-performance current sensor chips based on Magtron Quadcore®, with high 

precision and high linear output at full temperature. The device installation mode is PCB mounting, with reliable fixed pins, easy 

installation. It is suitable for industrial products such as Photovoltaic bus box, Photovoltaic Inverter, Servo Drives and 

uninterruptible power supply.

ME2-25-KC

ME2-25-KD

ME2-32-CE1

ME2-25-LC

ME2-25-LB

ME2-32-LC

ME2-40-LC

型号
Part Number

+5V

+5V

+5V

+5V

+3.3V

+5V

+5V

供电电压
Vcc

±25A

±25A

±12.8A

±25A

±32A

±32A

±40A

典型量程
IPN

±25A

±25A

±32A

±25A

±32A

±32A

±40A

最大量程
IPM

220kHz

220kHz

200kHz

230kHz

230kHz

230kHz

230kHz

带宽
BW

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

1%@25℃

精度
X

0.4%

0.4%

0.4%

0.4%

0.4%

0.4%

0.4%

2.5V

1.65V

2.5V

2.5V

1.65V

2.5V

2.5V

线性度
εL

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

-40~105℃

工作温度
TA

零点电压
V0

Magtron Quadracore® 技术 / Magtron Quadracore® technology

外壳和材料UL认证 / Enclosures and materials UL certified

可编程模拟输出 / Programmable analog output

抗干扰能力强 / Strong anti-interference ability

低损耗 / Low loss

高精度 / High Accuracy

安装方便 / Easy to install

外观专利 / Appearance patent

单5V供电 / Single 5V power supply

低温漂 / Low Temperature Drift

超小体积 / Ultra-small volume

UL 508

光伏汇流箱 / Photovoltaic combiner box

ME-K Series ME-CE Series ME-L Series

产品说明 / Product description

产品特点 / Characteristics

执行标准 / Standards

产品应用 / Applications

型号参数 / Parameter
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浙江巨磁智能技术有限公司
ZHEJIANG MAGTRON INTELLIGENT  TECHNOLOGY  CO.,LTD

领先的电量传感及控制方案商
LEADING SUPPLIER OF ELECTRICAL SENSING AND CONTROL SOLUTIONS

Tel：0573-82660100

Fax：0573-82660100

E-mail：info@magtron.com.cn
关注我们样品申请

Sample Request Follow Us


